CASYX4X

CAYMON Speaker connector modular panels

professional stands and racks

» Features mx

- Flexible system for system integration & connectivity series
- Compatible with any CASY chassis
- SpeakON connectors by @~=vrmnc
- Solderless connections

- 1.5 mm steel construction

CONNECTORS

- Structured and scratch resistant black powder coating e

- Assembly screws included snlﬂanlass
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» Modules overview
@recurrnc . @reevTrc
CASY141/B CASY142/B CASY143/B
SpeakON to terminal block 2 x SpeakON to terminal block Angled SpeakON to terminal block
CASY148/B
2 x Terminal block to terminal block
> Specifications
ARTICLE CONNECTION / CUTOUT |MODULE SPACE | CONNECTION TYPE DIMENSIONS WEIGHT
CASY141/B | SpeakON 1 Space Neutrik NL4MP to 4-pin terminal block 35,5x82,1mm |0.054 Kg
CASY142/B |2 x SpeakON 1 Space Neutrik NL4MP to 4-pin terminal block 35,5x82,1mm |0.075Kg
CASY143/B | SpeakON (angled) 1 Space Neutrik NL4MP to 4-pin terminal block 35,5x82,1mm 0.084 Kg
CASY148/B |2 x 2-pin Terminal block |1 Space Terminal block to terminal block (2-pin - 5.08 | 35,5 x 82,1 mm |0.049 Kg
mm pitch)
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