
CELO2 CELO5 CELO6 CELO8 CENA5 CENA7 CENA8 CIRA5 CIRA7 CIRA8 AWP06 SSP500 MERO2 MERO5 MERO6

2Way
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8 Ohm
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Gold-Con™

Fast-con™

SpringFit™

QuickFit™

TwistFix™
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Max SPL 93dB 102dB 106dB 108dB 103dB 106dB 112dB 102dB 103dB 105dB 95dB 99dB 93dB 102dB 106dB

Cutout hole size Ø100 mm Ø150 mm Ø205 mm Ø245 mm Ø150 mm Ø167 mm Ø207 mm Ø170 mm Ø200 mm Ø243 mm Ø125 mm Ø120 mm  128x80 
mm

 139x214 
mm

174x254 
mm

RMS power 
handling 10W 50W 60W 80W 10W 10W 20W 30W 30W 40W 6W 20W 10W 50W 60W

Max power 
handling 20W 100W 120W 160W 20W 20W 40W 60W 60W 80W 10W 40W 20W 100W 120W

Einbaulautsprecher
Übersicht

***

* CIRA optional GLI series grills are outdoor treated. This makes the speakers suitable for dry outdoor installation, the speakers are not splash nor waterproof.
** With addition of WTR06 (1,5W / 3W / 6W) or WTR24 (6W / 12W / 24W) Waterproof Transformer 100V.
*** Line Transformer Tappings CIRA506: 1,5W / 3W / 6W

https://tremtec-av.at/shop/celo2/
https://tremtec-av.at/shop/celo5/
https://tremtec-av.at/shop/celo6/
https://tremtec-av.at/shop/celo8/
https://tremtec-av.at/shop/cena506w/
https://tremtec-av.at/shop/cena706w/
https://tremtec-av.at/shop/cena812w/
https://tremtec-av.at/shop/cira524w/
https://tremtec-av.at/shop/cira724w/
https://tremtec-av.at/shop/cira824w/
https://tremtec-av.at/shop/awp06w/
https://tremtec-av.at/shop/ssp500w/
https://tremtec-av.at/shop/mero2/
https://tremtec-av.at/shop/mero5/
https://tremtec-av.at/shop/mero6/



